KEDESH LOCUS SHEET

AREA CB 1.4 NE Quad
LOCUS CB14000

TYPE (WALL, FLOOR, FILL ETC.) FILL

BEG. LEVEL(S) 4163.6
END LEVEL(S) 4163.35

UNDER LOCUS (ES) CB14000 N/A
OVER LOCUS (ES) CB14003

UNITS IN LOCUS: 1

FINDS:
1. POTTERY: TOTAL WT. 14.4, FINE 7.5, UNID 7.5

LDM Ras al Fikra

SPAN/CONDITION middle Bronze - Early modern; medium w/good edges

2. LAMPS: WHEELED MADE  HELD MOULDMADE ROMAN

3. COINS

4. FAUNAL

5. OTHER

6. INV.

7. SEDIMENT ANALYSIS/FLOAT

LOCUS DESCRIPTION: INCLUDE 1. PHYSICAL DESCRIPTION, PRESERVATION, EXTENT 2. RELATION TO OTHER LOCUS, OVER/UNDER/ TOUCHING/BONDING WITH OTHER, FLOORS/FILLS/WALLS ETC. USE OTHER SIDE OF SHEET IF NECESSARY.

This locus consists of the removal of topsoil in the East 2 meters of the NE quadrant of CB1.4. While removing the topsoil the top of the North-South wall CB14001 was revealed.
3 courses (CE 1001 for one?)

CAIRB: 3 LG Aisles w/3 Cable Sections

3 Visible Courses 12m each

Ch: 3 Courses 20m #3

2 courses

1 course

EnPers: 4 Courses, Stone Plut on Pers, (call)

3 courses Hall

Plaster: 2 courses

Top level of ceiling in S.

6 courses on N, Cockney S.

6-7m in N already.

What?

How do you get minimum edge?

Curved walls must be reamed and plastered and to change it 1/4 open area?

Wm not.

Floor level?

Walls may be at @ 1 1/2

Floor level

No floor above them

Glas walls

Enclosed, open at floor
KEDESH LOCUS SHEET

AREA: CB 1 • NE Quad
LOCUS: CB1 6001

TYPE (WALL, FLOOR, FILL ETC.): WALL

BEG. LEVEL(S): 4163.35 END LEVEL(S)

UNDER LOCUS (ES): CB1 4000 OVER LOCUS(ES)

UNITS IN LOCUS:

FINDS:

1. POTTERY: TOTAL WT. _______ FINE_______ UNID

LDM

SPAN/CONDITION

2. LAMPS: WHEELMADE____ HELL MOULDMADE_______ ROMAN_____

3. COINS

4. FAUNAL

5. OTHER

6. INV.

7. SEDIMENT ANALYSIS/FLOAT

LOCUS DESCRIPTION: INCLUDE 1. PHYSICAL DESCRIPTION, PRESERVATION, EXTENT
2. RELATION TO OTHER LOCII OVER/UNDER/ TOUCHING/BONDING WITH OTHER
FLOORS/FILLS/WALLS ETC. USE OTHER SIDE OF SHEET IF NECESSARY.

This locus is a north-south wall running through the NE quadrant of CB1.4. This wall consisted of large stones of which 3 courses were visible after excavation ceased. The visible parts of the wall are in the SE corner of CB1.4 NE.
KEDESH LOCUS SHEET

AREA CB 1.4 NE Quad
LOCUS CB 14002

TYPE (WALL, FLOOR, FILL ETC.) WALL

BEG. LEVEL(S) 4.0 3.85
END LEVEL(S) —

UNDER LOCUS (ES) CB 14000
OVER LOCUS (ES) —

UNITS IN LOCUS: —

FINDS:

1. POTTERY: TOTAL WT. ______ FINE _______ UNID
LDM

SPAN/CONDITION

2. LAMPS: WHEELMADE _______ HELL MOULDMADE _______ ROMAN _______

3. COINS

4. FAUNAL

5. OTHER

6. INV.

7. SEDIMENT ANALYSIS/FLOAT

LOCUS DESCRIPTION: INCLUDE 1. PHYSICAL DESCRIPTION, PRESERVATION, EXTENT
2. RELATION TO OTHER LOCI IE OVER/UNDER/ TOUCHING/BONDING WITH OTHER
   FLOORS/FILLS/WALLS ETC. USE OTHER SIDE OF SHEET IF NECESSARY.

BONDED WITH CB 14001, BENEATH CB 14000.

THIS IS AN EW WALL OF APPROX. 1.8M IN LENGTH
OF CEBBLE CONSTRUCTION. 3 COURSES ARE VISIBLE.
KEDESH LOCUS SHEET

AREA CB 1.4 NE Quad
LOCUS CB14003

TYPE (WALL, FLOOR, FILL ETC.) FILL

BEG. LEVEL(S) 463.35
END LEVEL(S) 463.96

UNDER LOCUS (ES) CB14000
OVER LOCUS(ES)

UNITS IN LOCUS: a, d

FINDS:

1. POTTERY: TOTAL WT. 20.35 FINE 1 sherd, UNID 7.5

LDM Kefar Hananya

SPAN/CONDITION Early Bronze - Early Roman; medium w/good edges

2. LAMPS: WHEELMADE_____ HELL MOULDMADE_______ ROMAN_____

3. COINS

4. FAUNAL

5. OTHER

6. INV.

7. SEDIMENT ANALYSIS/FLOAT

LOCUS DESCRIPTION: INCLUDE 1. PHYSICAL DESCRIPTION, PRESERVATION, EXTENT
2. RELATION TO OTHER LOCII; OVER/UNDER; TOUCHING/BONDING WITH OTHER
FLOORS/FILLS/WALLS ETC. USE OTHER SIDE OF SHEET IF NECESSARY.

This locus consists of removing subsoil in the NE quadrant of CB 1.4. Soil was removed on either side of wall CB14001 and then in between walls CB14001 and CB14002 in the NW of the trench. Some rubble was also removed along with the subsoil.
KEDESH LOCUS SHEET

AREA CB 1.4 NE Quad

LOCUS CB14004

TYPE (WALL, FLOOR, FILL ETC.) RUBBLE/WALL?

BEG. LEVEL(S) 4103.51

END LEVEL(S) 4103.89

UNDER LOCUS(ES) CB14000, CB14003

OVER LOCUS(ES) CB14004.1

UNITS IN LOCUS: 3, 4

FINDS:

1. POTTERY: TOTAL WT. 16.9  FINE___ UNID 3.5

LDM: SF, Sandy, Cock, Spatter, Moratorium, Aegean Amphora

SPAN/CONDITION: Early/Middle Bronze - Persian/Hellenistic, Small to medium + Work, Decent, gritty + SF

2. LAMPS: WHEELMADE___ HELL MOULDMADE_____ ROMAN____

3. COINS

4. FAUNAL

5. OTHER

6. INV.

7. SEDIMENT ANALYSIS/FLOAT

LOCUS DESCRIPTION: INCLUDE 1. PHYSICAL DESCRIPTION, PRESERVATION, EXTENT
2. RELATION TO OTHER LOCUS/IE OVER/UNDER/TOUCHING/BONDING WITH OTHER FLOORS/FILLS/WALLS ETC. USE OTHER SIDE OF SHEET IF NECESSARY.

This locus consists of removing rubble in the NE quadrant of CB 1.4 in order to uncover the wall CB14001. The rubble removed in this locus was sitting on dirt which was on top of the wall.
<table>
<thead>
<tr>
<th>Trac...</th>
<th>Unit #</th>
<th>Locus #</th>
<th>Final Loc...</th>
<th>Material</th>
<th>Type</th>
<th>Comment</th>
<th>Inventory #</th>
</tr>
</thead>
<tbody>
<tr>
<td>1593</td>
<td>CB1.4.004</td>
<td>CB14004</td>
<td>N &amp; Save</td>
<td>Bone</td>
<td>Faunal</td>
<td>13 bone frags fr wash</td>
<td></td>
</tr>
<tr>
<td>1594</td>
<td>CB1.4.005</td>
<td>CB14004</td>
<td>N &amp; Save</td>
<td>Bone</td>
<td>Faunal</td>
<td>9 bone frags fr wash</td>
<td></td>
</tr>
</tbody>
</table>
KEDESH LOCUS SHEET

AREA CB 1.4 NE Quad  LOCUS CB14004.1
TYPE (WALL, FLOOR, FILL ETC.) FILL
BEG. LEVEL(S) 463.1  END LEVEL(S) 462.95
UNDER LOCUS (ES) CB14004  OVER LOCUS(ES)
UNITS IN LOCUS: 5

FINDS:
1. POTTERY: TOTAL WT. 3.2  FINE — UNID 1.0
   LDM SF, Sandy cook, Spatter
   SPAN/CONDITION Middle Bronze - Persian/ Hellenistic; small to medium+ worn, decent gritty + oj
   2. LAMPS: WHEELMADE_____ HELL MOULDMADE_______ ROMAN_____
  3. COINS
  4. FAUNAL
  5. OTHER
  6. INV.
  7. SEDIMENT ANALYSIS/FLOAT

LOCUS DESCRIPTION: INCLUDE 1. PHYSICAL DESCRIPTION, PRESERVATION, EXTENT
2. RELATION TO OTHER LOCUS OVER/UNDER/ TOUCHING/BONDING WITH OTHER
   FLOORS/FILLS/WALLS ETC. USE OTHER SIDE OF SHEET IF NECESSARY.

This locus consists of taking a 1' square beneath the rubble removed in locus CB14004. The soil beneath the rubble was removed and the top of wall CB14001 was revealed in the process.